H DARK DRILL
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The innovative system conceived by FMD allows
the dark drills to offer performances consistently
higher than the common surgery drills as far as:
higher cut accuracy, better hardwearing, lower
exercise temperatures.

These advantages in fact lead to:

lower risk of inaccuracy whilst preparing the
surgical alveolus, possibility of re-utilization for
longer times, lower risks of failure as consequence
of the osseous overheating; for safety’s sake during
drilling it is advisable to insert depth stops.

M DRILL

the FMD cylindrical drills for surgery are
manufactured in surgical steel and allow a precise,
safe and rapid cut of the bone for the preparation
of the surgical alveolus. The laser depth notches
imprinted in the drill indicate with better precision
the depth of the hole that has being made;

for purposes of safety, during drilling it is suggested
the use of depth stops.

this makes the drilling easier, faster
and safer. The stop when used on the
drill ensures the desired depth is
obtained automatically, thus avoiding
unfortunate consequences from
excessive penetration (interference
with blood vessels and nerves
adjoining the operation area).
Due to its characteristics, it avoids
the necessity to refer to the depth

¥ DRILL
WITH STOP notches during cutting
(no-look system).

cod.

M DRILL WITH DEPTH-STOP ‘ M DRILL STOP
f

DRILLWITH & '
DEPTH-STOP

@ mm. cod. @ mm.
1,75 DRILL-175-D 4,0 DRILL-400-D
2,0 DRILL-200-D 4,2 DRILL-420-D
23 DRILL-230-D 45 DRILL-450-D
25 DRILL-250-D 438 DRILL-480-D
2,8 DRILL-280-D 50 DRILL-500-D
3,0 DRILL-300-D 5,2 DRILL-520-D
3,2 DRILL-320-D 55 DRILL-550-D
3,5 DRILL-350-D 6,0 DRILL-600-D
3,7 DRILL-370-D
@ mm. cod. @ mm. cod.

175 DRILL-175 4,0 DRILL-400
2,0 DRILL-200 4,2 DRILL-420
23 DRILL-230 45 DRILL-450

p R DRILL-250 48 DRILL-480
2,8 DRILL-280 5,0 DRILL-500
3,0 DRILL-300 52 DRILL-520
3,2 DRILL-320 55 DRILL-550
35 DRILL-350 6,0 DRILL-600
37 DRILL-370

for drills with internal irrigation please add the W letter after the code J

I DRILLS AND STOPS BOX

cod. FAL-40-001

or the drill stops codes, please
write the diameter of the drill
and the desired height.

It is also possible to indicate
the code this way:

i.e. for a 2,8 @ HI0 stop,
write STOP-280-100;

the kit is modular on demand J






